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1 3/4” STUD ASSEMBLY CUSTOMIZED UPON REQ!

JRU PP KROHV XVH VRFNHW KHDG FDS BR$VIINDM@RKERY 7P:R5 722/6 DUH GHVLIQHG WR ¢W D
KROHV XVH VWHSSHG VWXGV DV VKRZQ LEREW BPOWHWHMQRWKDW PHDVXUHV IURP "WR "~ IURP FHQWHU
of holes. ADB® ZLOO FXVWRPL]JH WR VSHFLEF VL]H UHTXLUHPHQW
XSRQ UHTXHVW IRU RSWLPX|P ¢W

DIFFERENT STAGES OF T
The following illustrations show the tower and tools LOADI N G AN D U N LOAD I I

at different stages of the lift.
For loading and unloading from transport vehicle it is necessary

to install both top and bottom tools and to avoid overlapping
FDEOHV LQVWDOO 7RS /LIWLQJ 7TRROV |IDW DSSUR[LPDWHO\
DQG 219FORFN %RWWRP WRROV YKRXOG EH LQVWDOOHG DW
DSSUR[LPDWHO\ DQG 2TFORFN DIV VKRZ LQ WKH LOOXVWUDWLRQ
EHORZ

Note that the slings are positioned so they do not overlap.

Always install a bolt or stud through a drilled hole before
installation through the slotted side. This will keep the tool
from sliding back and forth in the slot. DO NOT PUT
),1*(5 ,1 +2/(6 25 6/27 81'(5 $1< &,5&806[/$1&(
For aligning holes ADB® recommends a
locating pin or similar tool.
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